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 A B S T R A C T 

The removal of cutting fluids and lubrication in dry machining operations 
requires a good knowledge and full control of all the mechanisms that lead 
to tool damage. In order to optimize dry machining operations, it is 
necessary to clearly identify the wear patterns, determine the contact 
conditions and define the relationship between the contact parameters 
and the operating conditions. The idea is to choose optimal cutting 
conditions which lead to the best contact conditions limiting the triggering 
or aggravation of wear phenomena. The purpose of this paper is to 
determine the impact multilayer coatings and cutting parameters on tool 
wear and temperature at the tool-chip interface for two types of coated 
carbides (KC810 and KC910 Commercialized inserts) during dry turning 
operation of carbon steel SAE 1030, in order to determine the ideal 
parameters and guarantee the best performances of the cutting tools. 
Cutting temperature, Crater and Flank wear have been systematically 
recorded in order to determine their influence on tool life time. To ensure 
the optimum choice of machining conditions; the TAGUCHI method 
associated to multi-factorial method were applied to plan the experiments. 
It has been noted that cutting speed was the most influential factor on 
temperature and wear evolution. We noted also that the KC810 insert was 
more suitable for machining of SAE 1030 Carbon Steel; where The best life 
time was registered (T=228 min). The KC810 inserts offer 30 min of 
additional machining time for the same work conditions. 
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1. INTRODUCTION  
 
Because of environmental and economic 
constraints, the progress and development of 

the industrial sector; machining is now part of 
the interests of researchers and industrialists. In 
particular, dry machining, which represents one 
of the most recent processes and make it 
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possible to obtain parts with roughness and 
precision closer to those resulting from the 
grinding process. The control of machining 
process requires good knowledge, 
understanding and full control of all the 
mechanisms involved in the cutting zone [1-3]. 
 
During cutting process, many parameters such 
as temperature, residual constraints, cutting 
efforts, machined and cutting tool materials, 
cutting parameters etc., were frequently 
subjected to many researches for various 
machining and cutting processes (turning; 
milling: drilling etc.) in order to determine and 
understand the impact of the these factors on 
tool’s life; progression and evolution of wear and 
the quality of finished work-pieces [1,4-8]. 
 
The mechanical energy of the cutting process 
due to the plastic deformation at the primary 
shear zone and at the tool-chip interface is 
converted into heat which is absorbed by the 
generated chip (70 %), the work-piece (20 %) 
and the cutting tool (10 %), several researches 
have shown that a large amount of this heat is 
dispersed between the chip and the 
environment, while the rest is transferred to the 
work-piece and cutting tool [9,10].  
 
However, this small amount of heat transferred 
to the tool (10 % of the total heat rate) is 
sufficient enough to create high temperatures 
close to the cutting edges, which can even reach 
the threshold of 1100 ° C [1,5,8]. 
 
The effects of cutting temperature, particularly 
when it is high, are mostly harmful to the cutting 
tool [11,12]. The major portion of the heat is 
taken away by the chips. The potential negative 
effects of the high cutting temperature on 
cutting edge are: Rapid tool wear; which reduces 
tool life, Plastic deformation of cutting edges, 
Thermal flaking and fracturing of cutting edges 
due to thermal shocks and Built up edge 
formation [13].  
 
Temperature estimation is one of the most 
difficult and complicated procedures in metal 
cutting operations. The measurement of this 
temperature is very difficult because the heat in 
the region is very close to the cutting edge, the 
complexity of the geometry of the tool and the 
continuous movement during the machining 
operation.  

The knowledge of the cutting temperature is 
very important because it has a great influence 
in the choice of materials and optimal conditions 
of machining [5,13].  
 
Temperature measurement techniques include 
Conventional experimental methods such as 
infrared pyrometer, integrated thermocouples, 
natural thermocouples, part cutting tool and 
infrared (CDD) and the use of thermo-sensitive 
paint, as well as metallographic method based 
on metal microstructure or micro-hardness 
variations are generally the most widely used 
methods for measuring and identifying the 
temperature field. [2,5,9,11]. 
 
The thermocouples method even it does not 
permit the direct measurement of the 
temperature at the cutting edge of the tool, but 
allow an average temperature value to be given 
in the thermally affected area between tool and 
work-piece [5]. 
 
The generated temperature at the Tool-Chip-
Working-piece interface has a significant 
influence on the machining factors; it contributes 
in the same time to the increase of wear and the 
diminution of the cutting tool life and gives rise to 
a thermal damage of the cutting tools, which 
results the modification of the work-piece and 
tool material’s properties [11,13-15].  
 
Because of high rate of friction between rake 
face and the workpiece; high temperatures are 
generated leading to critical wear on the tool 
surface, short life and poor surface integrity, 
which generally influence negatively on 
productivity and quality of final products [4]. 
Therefore, the identification of the field of the 
cutting temperature is a very important factor to 
a good quality of the finished products. 
 
Tool Wear is a destructive process for the 
superficial layers, which leads to the continuous 
and progressive modification of the shapes and 
surface quality of work-pieces. It affects also tool 
geometry, cutting temperature, cutting efforts, 
precision and roughness of machined parts. It 
results primarily from the tearing of small metal 
particles from the main and auxiliary flank faces 
[8,16]. 
 
Damage of cutting tools can be classified into 
two groups, wear and fracture, through its 
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magnitude and the way it evolves. Wear is 
defined as the loss of material on an asperity or 
a micro-contact, or on a smaller scale, up to the 
molecular or atomic detachment mechanism, on 
the other hand, the rupture is a large-scale 
damage than wear, and it occurs suddenly, there 
is a continuous spectrum of damage from the 
micro wear scale to the coarse breaking [16,17]. 
 
The tool-chip contact under dynamic friction 
causes intense plastic deformation, mainly in 
shear, accompanied by a high temperature rise 
which can lead to premature wear of the cutting 
tool (secondary shear zone) [11,13,18].  
 
The tribological phenomena encountered in this 
area are complex. A third shear zone (tertiary 
shear zone) due to the tool-tool contact affects 
the integrity of the machined surface as well as 
the undercut wear of the tool. The interaction 
between the tool and the machined material 
strongly depends on the thermo-mechanical 
behavior at the tool-chip interface which varies 
in a complex manner with the cutting conditions 
[1,9,11,18]. 
 
Tool manufacturers are particularly interested in 
the development of cutting tool coatings where 
more than 80 % of the machining applications are 
now made with coated tools [1,6]. Among the 
coatings available on the market, hard coatings 
based on Titanium are the most widely used. They 
have a tendency to improve wear resistance in 
many applications. TiN and TiC, monolayer and 
multilayer coatings of carbide inserts are currently 
widely used for the machining of hard metals such 
as tool steels and hardened cast iron [19]. The 
deposition of the coatings on a carbide substrate 
results in a decrease of the cutting forces and the 
flank wear of tools [6]. 
 
The low material removal rates and the very 
limited tool life are the mostly encountered 
problems during dry machining [7]. The analysis 
of the morphology of wear is an investigation 
technique that has become widely used in the 
research of metal cutting [8]. It should be noted 
that wear of the cutting tools is manifested in 
much more difficult working conditions than 
those of the machine parts [20]. The most 
dominant mechanism of wear is adhesion 
(around 80 %), followed by abrasion. The 
contribution of diffusion is negligible (less than 
1 %) [21]. 

The lifetime of a tool is limited by both flank and 
crater wear. The mechanical damage of the 
cutting tools (abrasion, cracking, initiation of 
rupture and fatigue) is particularly independent 
of temperature [22]. The lifetime of cutting tools, 
for relatively severe cutting conditions, is 
improved by the application of certain coatings, 
correlated with the decrease in flank wear. The 
damaged tool areas show the influence of the 
coating on the cutting area of the tool and reveal 
the good performance of the coated tools [22-
25]. The tool life criterion was based on the ISO 
standard 3685: [8,15,26,27]. 
 
H. Çalışkan et al. [28] In order to increase the 
machinability of Ti6Al4V alloy; aCN/TiAlN coating 
was deposited on carbide cutting tools. It has been 
revealed that abrasive wear and adhesive wear 
were dominant tool failures on the coated tools 
and wear resistance was improved by 15 % when 
using aCN/TiAlN coated carbide. 
 
X. Chen et al. [29] have conducted a comparable 
study between cermet tool and multilayer coated 
carbide l, it has been noted that cermet tools have 
shown a better wear resistance at lower depth of 
cut, The crater wear resistance was improved by 
the high thermal conductivity of the cermets and 
the low cutting forces, while the coated tools have 
sustained a very severe crater wear. It has been 
also noted that the best quality of finished surface 
was insured by coated tools. In term of thermal 
stress the cermets showed better performances 
because of their high thermal conductivity and 
low cutting forces.  
 
According to T. Yang et al. [30] in their research 
the best flank wear resistance was obtained for 
the inserts with Mo2C addition; and the addition 
of Mo2C has improved also the wear resistance 
in term of abrasion, adhesion and diffusion, but 
oxidation wear has not yet reduced. 
 
Failure patterns of coated carbide tool were 
investigated by high-speed face milling of the 
hardened steel SKD11F by Gong et al. [31]. They have 
indicated that rupture was the dominant failure 
mode of coated carbide tool. It has been concluded 
that the variation of cutting speed has an important 
influence on the pattern of the morphology of 
fatigue fracture and surface roughness. 
 
Thermal performances (effect of cutting 
temperature) of CVD coated carbides with 
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intermediate Alumina layer were compared to 
those of low content PCBN tool during hard 
machining [32], it has been revealed that the 
coated carbide tool can do better than PCBN in 
machining within a certain range of cutting 
speeds (impact of cutting temperature). It has 
been noted also that CVD coated carbides had a 
longer life than PCBN tools with an advantage to 
PCBN tools in the cases where high precision 
and dimensional accuracy are required, it is 
recommended to use PCBN tool because of the 
low rate of wear in the earlier stages of wear. 
  
The Multi-factorial method associated to 
TAGUCHI technique [33,34] was implemented for 
planning the series of machining experiments. 
Crater and flank wear morphology of cutting tools 
was examined and observed using adequate 
means and devices of investigations. Cutting 
temperature, Crater and Flank wear have been 
systematically recorded in order to determine 
their influence on tool life time. To ensure the 
optimum choice of machining conditions; 
Temperature and wear evolutions were assessed 
and plotted graphically and the crater and flank 
wear aspects were observed using optical 
microscope. 
 
The aim of this paper is to determine the impact 
multilayer coatings and the influence of cutting 
parameters on the temperature at the interface 
tool-chip and the life of a cutting tool during an 
operation machining of carbon steel SAE 1030 
using commercialized carbide inserts (KC810 
and KC910) coated respectively with 
TiN+Ti(C,N)+TiN and TiC+Al2O3 in order to 
determine the ideal parameters and guarantee 
the best performances of the cutting tools.  
 
 
2. EXPERIMENTAL PROCEDURE 
 
Experiment tests were carried in order to 
measure the mean temperature and determine 
the wear pattern of the cutting tools during 
machining process. 
 
2.1 Material and tools  

 
In order to satisfy the complex and random 
character of cutting process, the tests were 
carried out according to the traditional method 
of long tests duration associated with the 
TAGUCHI method. The tests were carried out on 

cylindrical bars of carbon Steel SAE 1030 used 
for fabrication of transmission spindles; 
Chemical composition and physical properties 
are shown on Тable 1.  
 
Table 1. Chemical composition and physical 
properties of carbon steel SAE 1030. 

Chemical Composition wt.%: 0.29%C, 2.45%Cr, 
0.70%Mn, 0.408%Mo, 0.312%Si, 0.188%V, 0.185%Cu, 
0.104%Ni, 0.008%Zn and 0.0002%Mg; Remain % Fe 

Physical Properties Value in metric unit 

Density 7.872 *10³ kg/m³ 

Modulus of elasticity 200 GPa 

Thermal expansion (20 ºC) 11.7*10-6 ºCˉ¹ 

Specific heat capacity 486 J/(kg*K) 

Thermal conductivity 48.7 W/(m*K) 

Tensile strength 525 MPa 

Yield strength 440 MPa 

Elongation 12 % 

Hardness Rockwell B 80 RB 

 
Table 2. Properties of cutting inserts used in the 
machining tests [35,36]. 

 
KC810 KC910 

Insert Material 
Carbide - CVD 

Coated 
Carbide - CVD 

Coated 

Coating TiN+Ti(C,N)+TiN TiC+Al2O3 

ANSI C6-C7 C3-C7 

ISO P10-30 
P01-20 M05-20 

K01-20 

Binder wt.% 8.5 6.0 

Hardness (HRA) 91.2 91.8 

Coating Thickness 
(µm) 

10 9 

 
The machined specimens have the following 
dimensions: 300 mm of length and 60 mm of 
diameter, to allow a progressive engagement 
and release of the cutting tools, considering their 
brittleness, a bevel of 45° was carried out at the 
entry and the exit of work-piece. 
 
Machine tool: Parallel lathe conventional TOS 
TRENCIN, model SN40, EP 1500, with a power of 
6.6 KW and a range of speed between 22.5 and 
2000 rev/min. 
 
Cutting tools: The cutting tools used in the 
machining tests were the commercialized CVD 
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coated Carbide inserts type TNUN KC810 and 
KC910; fabricated by KENNAMETAL INC; 
assembled on a tool holder TFTR- 16-3 R 177.1-
252516 of the SANDVIK Company. The properties 
of the inserts are shown on Table 2. 
 
2.2 Measuring devices  
 
The experimental approach is based on the 
instrumentation of a cutting insert and tool 
holder by a thermocouple connected directly to a 
digital display thermometer GTH 1160; in order 
to record easily the local temperature readings 
during the cutting process (Figs.1 and 2). 
 

 

Workpiece 

Cutting Tool 

Digital thermometer 

Thermocouples 

 

Fig. 1. Setup of temperature measurement. 
 

Heated Surface 

Thermocouples 

Cooper plate 

Cutting 

insert 

 

 

Fig. 2. Illustration of the thermocouples setup 
position on the tool holder. 

 
The thermocouple setup consists of a thin 
copper plate 0.3 mm on which is welded K 
thermocouple wires of 0.35 mm diameter (Fig. 
2), the two wires of this thermocouple were 
connected to a digital thermometer held at room 
temperature. The thermocouples are located 
sufficiently far from the cutting area so as not to 
be influenced by variations in the tool-chip 
contact zone.  
 
It must, however, be placed closer enough to have 
the maximum accuracy in estimating the 

temperature. For recording the required values of 
the wear profile evolution at the cutting edge; 
Flank and crater wear were systematically 
observed and measured after each cutting 
sequence using an optical microscope. The depth 
of the crater wear was measured using a 1/1000 
mm dial gauge with a conical feeler gauge. 
 
The cutting parameters chosen for the 
machining experiments are shown on Тable 3. 
 
Table 3. Cutting parameters used in the machining tests. 

Cutting mode parameters Range of tests 

Cutting speed V (m/min) 90, 120 and 250 

Feed rate f (mm/rev) 0.11, 0.14 and 0.2 

Depth of cut a (mm) 0.5, 1.0 and 1.5 

 
 
3. RESULTS AND DISCUSSIONS  
  
The experiments have been carried out in order 
to determine the evolution and the variation of 
measured temperatures during cutting process 
for the different parameters of the cutting mode 
and its relationship with the type of coating; 
wear profile evolution and tool life duration for 
the utilized cutting inserts and the impact of 
cutting parameters on wear behavior. All the 
tests have been repeated three times. 
 
The results of the tests were graphically plotted 
as a function of cutting time for the two types of 
inserts tested in order to define the ideal 
parameters for the machining of the SAE 1030 
steel using coated carbide inserts (KC810 & 
KC910). 
 
3. 1 Temperature results 
 
The graphics on Figs. 3-5 indicate that the tool 
temperature evolves and increases accordingly 
with the increase of cutting parameters (cutting 
speed, feed rate and depth of cut). The cutting 
speed seems to be the most effective and 
influential parameter in assessing the 
temperature rise [37]. 
 
The analysis of the temperature results showed 
that the most marked impact on temperature is 
related to the cutting speed, the temperature 
evolves in harmony with the increase of the 
cutting speed, followed by feed rate and finally the 
depth of cut for both type of inserts, which lead us 
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to conclude that both types of coatings did not 
have a major impact on heat dissipation during 
machining process and did not show satisfying 
results in term of temperature resistance and 
therefore a protective capacity against high cutting 
temperatures; this lead to conclude that the 
coating has no significant influence on the thermal 
behavior of the tool during a continuous 
machining process as turning. This result is in 
accordance with experimental investigations made 
by Rech et al. [9]. 
 

 

0 10 20 30 40 50 60 70 80 90 100 110

100

120

140

160

180

200

220

240

260

Cutting speed (V) (m/min)

- KC 810 insert          - KC 910 insert       

  90 (m/min)          90 (m/min)

 120 (m/min)        120  (m/min)    

 250 (m/min)        250  (m/min)

Cutting Time (Second)
 

C
u

tt
in

g
 t

e
m

p
e
r
a
tu

r
e
 (

°C
)

a = 0,5 (mm) ; f = 0,11 (mm/rev) 

0 10 20 30 40 50 60 70 80 90 100 110

150

165

180

195

210

225

240

255

270

285

300

315

330

Cutting speed (V) (m/min)

- KC 810 insert          - KC 910 insert       

  90 (m/min)          90 (m/min)

 120 (m/min)        120  (m/min)    

 250 (m/min)        250  (m/min)

Cutting Time (Second)

 

a = 1,5(mm) , f = 0,2 (mm/rev)

C
u

tt
in

 t
e
m

p
e
r
a
tu

r
e
 (

°C
)

 
Fig. 3. Impact of cutting speed on transferred 
temperature to cutting tool for different depths of cut 
and feed rates. 

 
It has been stated that the cutting temperature 
increases progressively with the increase of the 
cutting speed for all the combinations of cutting 
parameters, which confirms the fact of the 
significant effect of the cutting speed on the 
variation of the temperature and the heat transfer 
in turning process at the tool-chip interface and 
consequently on the wear behavior and the life of 

the cutting tools by promoting the phenomenon 
of thermal damage, diffusion and adhesion which 
influence negatively on finished surfaces of the 
workpiece. 
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Fig. 4. Impact of depth of cut on transferred 
temperature to cutting tool for different cutting 
speeds and feed rates. 

 
Whereas it was observed that the temperature 
increases quickly in the first seconds of cutting 
process (140 °C during the first 10 Sec then 160 
°C at 15 sec of machining (Fig. 3: V=90 (m/min), 
a=0.5 (mm) and f=0.11 (mm/rev)) due to the 
important surface of contact and the high 
pressure exerted by the cutting tool on 
workpiece, then it pretends to become quite 
steady with a lower increasing rate (170 °C at 30 
sec and to 180 °C at 100 sec of machining (Fig. 3: 
V=90 (m/min), a=0.5 (mm) and f=0.11 
(mm/rev)), with the detachment of chip which 
absorbs an important quantity of dissipated 
temperature.  An increase in cutting speed or feed 
was found to increase cutting temperatures. 
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Fig. 5. Impact of Feed rate on transferred 
temperature to cutting tool for different cutting 
speeds and depths of cut. 

 
The temperature profiles indicate that the 
temperature increases as far as the cutting 
speed increases, which could be related to the 
size of the tool–chip contact length and chip 
thickness, that decreases with speed and 

increases with feed. Also, as far as the cutting 
speed increases, the temperature gradient in the 
cutting insert becomes abrupt as more heat is 
carried away with the chip. 
 
3.2 Wear results 
 
From Flank wear results shown on Table 4.; we 
noted that the shorter tool life time T = 35 min 
was registered for KC 910 insert at V = 250 
m/min, a =1.5 mm and f = 0.11 mm/rev; it was 
also observed that flank wear has reached a 
value of VB max = 599 µm (in accordance with ISO 
3685) while crater wear was KT = 89 µm, on the 
other hand the best  time and the longest tool 
life time registered was T = 228 min for KC810 
inserts with machining conditions : V = 250 
m/min, a =1 mm and f = 0.11 mm/rev. 
 
The analysis of the results of wear evolution of 
Figs. 6 and 7 shows that the experimental curves 
are manifesting according to the theoretical 
profile of the evolution of wear, where we can 
observe clearly that the curves are divided into 
three stages: 
  
First stage: characterized by fast change and 
quick evolution of wear (running-in period). 
  
The second stage: Characterized by a more 
stable evolution of the wear, which tends to be 
expressed linearly and which represents the 
major part of the lifetime of the cutting tool, and 
finally the third stage which is characterized by a 
rapid evolution which becomes more and more 
intense and increases suddenly leading to the 
catastrophic failure of the tool. 

 
Table 4. Cutting parameters and their relevant Crater and flank wears. 

Test 
No. 

Cutting parameters 
Measured values for t = 35 min 

Tool Life time until the final stage of wear 
KC 810 KC 910 

V  
(m/min) 

f  
(mm/rev) 

a  
(mm) 

KT 
(mm) 

VBmax 
(mm) 

KT 
(mm) 

VBmax 

(mm) 

KC 810 KC 910 
Time 
(min) 

Flank Wear  
VBmax (mm) 

Time 
(min) 

Flank Wear  
VBmax (mm) 

T1 120 0.11 1 0.011 0.075 0.039 0.215 125 0.562 93 0.543 
T2 250 0.11 1.5 0.121 0.144 0.089 0.599 142 0.529 35 0.599 
T3 250 0.2 1 0.13 0.185 0.027 0.346 155 0.546 129 0.523 
T4 250 0.11 1 0.107 0.109 0.024 0.409 228 0.550 198 0.522 
T5 120 0.11 1.5 0.021 0.198 0.242 0.337 94 0.513 82 0.531 
T6 120 0.2 1.5 0.022 0.307 0.041 0.412 97 0.519 55 0.524 
T7 250 0.2 1.5 0.142 0.253 0.049 0.396 125 0.512 59 0.542 
T8 120 0.2 1 0.038 0.091 0.25 0.45 115 0.546 37 0.513 
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The results show that the behavior of wear 
evolution is very discontinuous with two or 
three distinct phases; these appear on the curves 
of evolution of wear in the form of two or three 
arcs of very different slopes (the three stages of 
wear). Wear follow up as a function of time 
allowed us to determine the values of the 
lifetimes of each cutting edge.  
 
Flank wear was observed on the lateral face 
(Flank face), forming wear peaks more 
important than the crater traces because of the 
high rate of friction due to the continuous and 
insensitive contact with machined surface.  
 
It has been pointed out that crater wear is 
important for KC910 inserts; which gives more 
advantage to multilayer TiN coatings (applied on 
KC810 inserts) in term of wear resistance 
especially on the rake face.  
 
The crater wear characterized by KT is shown 
on the Fig. 6 evolves rapidly to finally reach the 
third stage (accelerated wear stage) without 
passing through the linear zone, except 
experiment T4; which shows a linear behavior 
for the KC910 inserts.  
 
The maximum lifetime values (T) of the two types 
of tested inserts was determined by the flank wear 
which is characterized by VBmax shown in the Fig. 7 
(irregular wear land was observed).  
 

It has been noted that flank wear (VBmax) has 
been the dominate factor of failure for all tests 
combinations with a large gap of time between 
the two types of inserts and depending on 
machining conditions. It can be conclude from 
the analysis of the results that KC810 inserts 
offer much longer life for cutting tools 
comparing with KC910 inserts, which make it 
more suitable for machining of SAE 1030 steel. 
The examination of the Figs. 8-12 (microscopic 
images of crater and flank wear) show adherent 
particles of the machined material (adherent 
chip) on the rake face of the inserts (Figs. 8 and 
11); this layer gradually detaches from the 
cutting zone provoking a start of peeling, scaling 
or chipping (detachment of substrate particles) 
(Figs. 8 and 9). 
 
This phenomenon of adherent chip is repeated 
and causes the modification of the morphology 
of the inserts by blunting of the cutting edge.  
Wear is manifested on the flank face by a non-
uniform strip of varying and arbitrary depth 
(Figs. 8 and 9). 
 
The observation and analysis of the microscopic 
images of wear show also that the coating layer 
start to detach in portions over the clearance 
surface and the rake surface than wear 
progresses after a start of chipping and the 
substrate begins to deteriorate progressively 
(Fig. 8). 

 
Fig. 6. Evolution of Crater Wear KT during cutting time for the eight combinations of experiment plan, using 
KC910 and KC 810 inserts. 
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Fig. 7. Evolution of Flank Wear VB max during cutting time for the eight combinations of experiment plan, using 
KC910 and KC 810 inserts. 
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Fig. 8. Optical Microscopic images of Rake surface for (KC810) TiN+Ti(C,N)+TiN coated inserts. 
 
It was noted that wear is visible on both sides of 
the tool (rake and flank face) and different 
degradation modes were observed; such Notch 
Wear, Fracture of the nose, Deep craters, Micro 
welding and adhesive wear. It has also been 
noted that wear on the rake face of the KC910 
inserts was more important than that of the 
KC810 inserts. The cutting face is damaged by 
the appearance of a crater that widens gradually 
(Figs. 8 and 9).  

Scratches and peaks have been observed on the 
wear area where the profile is not regular, as 
well as some notches located at a distance from 
the nose of the insert, which is the case of the 
auxiliary relief surface. 
 
The optical microscopic pictures illustrated by 
Figs.10 and 11 shows the flank wear and notch 
wear occurring on the cutting tools.  
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Fig. 9. Optical Microscopic images of Rake surface for (KC910) TiC+Al2O3 coated inserts. 
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Fig. 10. Optical Microscopic images of Nose and flank wear for (KC810) TiN+Ti(C,N)+TiN Coated inserts.  

 

Fig. 11. Optical Microscopic images of Nose and flank wear for (KC910) TiC+Al2O3 coated inserts. 
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Adherent material 

White layer 

Crater  Crater Wear 

 

Fig. 12. SEM images of Flank and Crater wear and rake face of the cutting inserts. 

 
Adherent layers of machined material occur at 
low and medium cutting speed, however flank 
wear and notch wear occur on the cutting tools 
because of the higher level of heat generated 
when used at higher cutting speeds.  
 
We noted also the presence of micros welding 
and chip adhesion on the rake and flank face for 
the reduced cutting speeds (Figs. 9 and 11), 
while this phenomenon has been exceeded with 
the high speed ranges where the zone and 
contact time at the tool-chip interface were 

reduced, which reduces the possibility of 
adhesion of micro-chips detached from the 
workpiece to the cutting edge of the tool during 
the cutting process. Nose degradation and 
fractures were also observed on the rake face of 
the cutting tools, while adhesive wear, micro 
cracks of coating layer, plastic deformation and 
notch wear were observed on the flank face 
(clearance face) and cutting tool nose.   
 
Where, Fig. 12 shows Crater wear, adherent 
material and the formation of a white layer on 
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the rake face. This white layer is in direct 
relation to the diffusion phenomenon at the tool 
interface and would act as an element which 
attenuates the wear of the tool.  
This white layer does not consist of carbide or 
an oxide, but rather it is a ferrite alloyed mainly 
to chromium, formed due to the diffusion of 
chromium, ferrite and carbon from the 
workpiece to the cutting tool, those elements 
diffused are adhered to the rake face forming 
white layers which contribute the diminution of 
wear evolution. 
 
 
4. CONCLUSION  
 
In order to optimize dry machining of SAE 1030 
steel, it was necessary to identify the wear 
patterns, determine the contact conditions 
which lead to wear mechanisms and know the 
relationship between the contact parameters 
and the machining conditions.  
 
The idea was to choose the adequate and 
optimal cutting conditions that limit the 
triggering or aggravation of adhesion 
phenomena. 
 
It has been conclude that the most influential 
element on the temperature and wear of cutting 
tools is the cutting speed, followed by the feed 
rate and finally the depth of cut.  
 
The cutting speed associated with the tool and 
machined material control the service life of a 
cutting tool.  
 
Coatings have an important role in improving 
the lifetime of carbides, but they do not possess 
great power in terms of thermal protection. 
 
Crater wear is highly influenced by both cutting 
speed and feed rate, despite the fact that flank 
wear is mainly affected by cutting speed and 
contact conditions; this is related to the wear 
mechanisms such as diffusion and adhesion.  
 
On the rake face, the main wear mechanisms are 
the adhesion and the diffusion, essentially 
activated by cutting speed temperature, which 
lead to Nose degradation. 
 
It has been found that the best tool life was 
registered by KC810 inserts (288 min); while the 

lower service time was registered by KC910 
Inserts (35 min). The optimal cutting parameters 
for machining SAE 1030 Carbon steel were 
VC=250 m/min, f=0.11 mm/rev and a=1 mm, 
while the most unfavorable conditions were 
VC=250 m/min, f=0.11 mm/rev and a=1.5 mm. 
 
It is important to note that it has been found that 
inserts with multilayer TiN coating are more 
suitable for the machining of SAE 1030 carbon 
steel due to their wear resistance.  
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